
To modify Test thresholds in the DNA or Titan amplifier frames, 
the steps involved are:

1. In the controller, edit the file "DeviceConfigService.exe.config" located in the folder
C:\IED\Services\DeviceConfigService.  In this file, one will find entries such as those listed below.

2. Edit the Threshold values as desired.  For example, if faults on 20K tests occur while audio is playing, 
then the UpperThreshold value may be too small.  This can be increased to several dB or 10's of dB to 
completely lift it.  (Older IED monitor/test systems only tested 20K values against the lower threshold.)

There are upper and lower thresholds for Audible and Inaudible tests.  The 20K tests are considered to 

be the Inaudible tests.

3. Restart the vACS Device Discovery service (or reboot the controller computer) to have it read in the 
new threshold values.

4. In SMC, open each amplifier device and open the Monitor/Test window (show all fields to see the 
launch button).  In the Test window, press the "Apply" button.  This will re-send all properties including 
the new test thresholds to the frame.  Alternately, one could press the "Apply Configuration Now" 
button on the device window.  However, this option sends more than just the Test data and so takes 
longer.

Note:  This change will not change the background color-coding on the Titan Test window in SMC.  This 
background was always set to go red at +/- 3dB, not the thresholds in Device Discovery that generate 
actual faults.

---------  Excerpt from exe.config file ---------------------------------------------

Here is an excerpt from this file including the section, where you can modify these settings. The last 2 
<value>s listed effect the 20k (inaudible) testing sequence on the Titan 9160 frames:

<setting name="DnaFixedUpperTestThreshold" serializeAs="String">

<value>12</value>

</setting>



<setting name="DnaFixedUpperTestThresholdEnabled" serializeAs="String"> 

<value>True</value>

</setting>

<setting name="DnaTestThresholdAudible" serializeAs="String"> 

<value>3</value>

</setting>

<setting name="DnaTestThresholdInaudible" serializeAs="String"> 

<value>3</value>

</setting>

<setting name="TitanTestUpperThresholdAudible" serializeAs="String"> 

<value>1.5</value>

</setting>

<setting name="TitanTestLowerThresholdAudible" serializeAs="String"> 

<value>1.5</value>

</setting>

<setting name="TitanTestUpperThresholdInaudible" serializeAs="String"> 

<value>1.5</value>

</setting>

<setting name="TitanTestLowerThresholdInaudible" serializeAs="String"> 

<value>1.5</value>


